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FIG. 2 



Level control system status 
Starting feveiNI 



I 



Set desired level N2 
(Driver/Control unit selection) 
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Start positive adjustment axle 1 to desired tevel N2 



Determine switch-off condition (compressor 
temperature TK; pressure threshold pk) 



Switch-off condition not fulfilled 
(TK<Tmax,ab; pa>pk) 
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Switchoff condition fulfilled 
(TK>Tmax,ab; pa<=pk) 



End positive adjustment axle 1 
to desired level N2 



Start positive adjustment axle 2 
to desired level N2 



Interrupt positive adjustment axle 1 
to desired level N2 



Determine switch-off condition (compressor 
temperature TK, pressure threshold pK) 



Switch-off condition not fulfilled 
(TK<Tmax, ab; pa>pK) 



End positive adjustment axle 2 
to desired level N2 
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Switch-off condition not fulfilled 
{TK<Tmax, ab; pa<=pK) 



Interrupt positive adjustment 
axle 2 to desired level N2 



Start negative adjustment axfe 1 
to starting 'level N1 



End negative adjustment axle 1 
to starting level- N1 



Set starting level N1 equal 
to desired level N2 
(N1: = N2) 



Determine intermediate 
level Z1 (21 = to current 
actual level axle 2) 



Start negative adjustment of all 
axfes to intermediate fevel Z1 



End negative adjustment of all 
axles to intermediate level Z1 



Set starting level N1 equal to 
intermediate level Z1 
(N1:=Z1) 



